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Revision History 
 

Date Ver. Description Author 

2024/03/08 1.0 First writing Peter 

2024/05/15 1.01 Add HDMI Info page Peter 

2025/02/25 1.02 Add EDID page Peter 

2026/01/22 1.03 Update UI Peter 
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A. Installation 

 

Unzip the green software package and launch VCapUtility.exe. 

Here we can update vc_redist.x64.exe if any error message appeared. 
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B. The user interface of VCap Utility. 

 

Function tabs may vary by model. 

 

B-1. Device.

Here we can check the Serial Number / the Hardware Version / the USB 

Firmware Version / the MCU Firmware Version of the device.  
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B-2. Audio. 

 

Here we can adjust the audio volume for HDMI / Controller, for Headset 

MIC / Earphone. If Headset connection of the device is not supported, 

the Headset related setting will be disabled.  
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B-3. FW Update.

 

Here we can choose the updated FW file to perform the FW update.  
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B-4. HDMI Info. 

 

Here we can get the HDMI Info from HDMI input signal. 

 

And we can switch the HDCP Detection capability. The factory default 

value is ON, indicated as a red square, and device will return the HDCP 

status to the video source. 

 

If we click the red square to OFF the HDCP Detection, device won't 

return the HDCP to the video source, and is not capable of detecting the 

HDCP status from the video source.  
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B-5. EDID. 

 
--EDID Get TX Table 

 

Here we can read the EDID from connected bypass monitor, and select 

the size of EDID bin file (128 / 256 / 384 / 512 bytes). We can click 

“Choose” to select the EDID file destination to save it. 

 

--Burn EDID Data. 

 

Please don’t connect the HDMI input when burning EDID data. 

 

Determine the Index--Index 0 is the original packed EDID. Available index 

is 1 to 6. Now proceed to the next step after the index is determined. 

 

Check the size of the EDID BIN file--Please select the size correspond to 

the EDID bin file. Available size is 128 / 256 / 384 / 512 bytes. 

 

Flash File Path--Click “Choose” to load the EDID BIN file. 

 

Update--Click “UPDATE” to burn the EDID BIN file into the board.
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Please re-plug device to apply the updated EDID settings. 

 

--Default EDID Index 

 

Available Index value is 0~~6. We can “Choose” the EDID index we have 

burned into. And re-plug device to apply the updated EDID settings. 


